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GENERAL NOTES

1. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND UTILITIES PRIOR TO THE INSTALLATION OF
PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
N 2. THE CONTRACTOR SHALL CONTACT MCDPWAT TMC AT 240-777-2100. 72 HOURS PRIOR _TO MARK UNDERGROUND SIGNAL EQUIPMENT.

CONSTRUCTION DETAILS

_ - | 3. MONTGOMERY COUNTY WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING. THE CONTRACTOR SHALL BE RESPONSIBLE
A AL N S ENT (NOTE . N D D e AND SONTROLLER MITd ALL _ T 4. VIDEQ CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER. |
5. IRSTALE e I L E WiTh A 15 1. 717 DIMENSION. 50 FT- MAST ARM. FOUNDATION. LED TRAFFIC SIGNAL HEADS. 5. SEE GENERAL INFORMATION SHEET FOR CONTROLLER., SIGNAL POLE, APS ASSOCIATED SIGNAL HEADS AND PUSHBUTTONS.
LED COUNTDOWN PEDESTRIAN SIGNAL HEAD. ACCESSIBLE PUSHBUTTON AND R10-3(1) SIGN TO READ “PUSH BUTTON TO CROSS VIDEQ DETECTION CAMERA, TRAFFIC SIGNAL HEAD. AND _SIGN LAYOUTS.
UNIVERSITY BOULEVARD"+ RELOCATED VIDEQ DETECTION CAMERA ( INSTALL NEW CONTROL CABLE)» AND SIGNS i 6. KégHégNggI%NéYOEAggDERGRUUND UTILITY LOCATIONS, THE CONTRACTOR SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION
" (NOTE: 1-3 IN. PVC 90 DEGREE BEND), __ | = S E A A : : o .
C. INSTALL 27 FT. STEEL POLE WITH A 15 FT. LOWER “T” DIMENSION, 38 FT. MAST ARM, FOUNDATION, LED TRAFFIC SIGNAL HEADS, LED 0 \NAe teiliel i L AL A AR NS S B I LD I A A T A S PRI SR 2t I
~ COUNTDOWN PEDESTRIAN SIGNAL HEAD, ACCESSIBLE PUSHBUTTON AND R10-3(1) SIGN TO READ “PUSH BUTTON TQ CROSS | S ER ST / 8. THE CONTRACTOR SHALL VERIFY THE PROPGSED POLE AND CABINET LOCATIONS PRIOR TO INSTALLATION.
BINEY BRANCH ROADY. RELOCATED VIBEO BETECTION CAMERA, CINSTALL NEW CONTROL ‘CABLE), SIGNS AND 20 FT. LIGHTING \ ST 9. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST
B R D R A T D D T A R A e A N R CABLEd Dichee RS T W o L N4 // B0 ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02,
D. INSTALL 27 FT. STEEL POLE WITH A 15 FT. LOWER “T” DIMENSION. 50 FT. MAST ARM. FOUNDATION, LED TRAFFIC SIGNAL HEADS, LED \ SR VSRR N ‘ a0 D B e T TR T AL YR o MATE CRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
COUNTDOWN PEDESTRIAN SIGNAL HEAD,» ACCESSIBLE PUSHBUTTON AND R10-3(1) SIGN TO READ “PUSH BUTTON TO CROSS \ IS TR o) _ , : 11.ALL ACCESSIBLE PEDESTRIAN CONTROL EQUIPMENT SHALL BE DELIVERED TO MONTGOMERY COUNTY FOR TESTING AND
"UNIVERSITY BOULEVARD”. RELOCATED VIDEO DETECTION CAMERA (INSTALL NEW CONTROL CABLE)., 20 FT. LIGHTING ARM WITH , ) . PROGRAMMING PRIOR TO INSTALLATION. CONTACT MR. KEITH LORD TO COORDINATE AT 301-279-1291
250 WATT HPS LUMINAIRE AND SIGNS. (NOTE: 1-3 IN. PVC S0 DECREE BEND). . \ | 12.THE CONTRACTOR SHALL CENTER THE PROPOSED CROSSWALKS ON NEWLY CONSTRUCTED RAMPS. - ’
E. INSTALL 27 FT. STEEL POLE WITH A 15 FT. “T” DIMENSION, 60 FT. MAST ARM, FOUNDATION, LED TRAFFIC SIGNAL HEADS, LED o \ ’
" COUNTDOWN PEDESTRIAN SIGNAL HEAD, ACCESSIBLE PUSHBUTTON AND R10-3(1) SIGN TO READ PUSH BUTTON TO CROSS o N : | 13- ALL_EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION
# ’ . ] . ‘
_. gvévsgSéEZRggUIéExéF;D + RELCCATED VIDEO DETECTION CAMERA (INSTALL NEW CONTROL CABLE} AND SIGNS (NOTE: 1-3-IN. : \\p . 14. ngggg¥}-gﬁcggﬁ’1‘agAhéNg"gggﬂg;YMggux‘%‘gHé%ngiNﬁﬁg é;{g%ﬁ%;YTT_s?eo TWO WEFKS PRIOR TO CONSTRUCTION FOR THE
F. INSTALL-10 FT. BREAKAWAY PEDESTAL POLE WITH FOUNDATION, LED COUNTDOWN PEDESTRIAN SIGNAL HEAD, ACCESSIBLE - \ G | " 15.THE CONTRACTOR SHALL ENSURE THE EXISTING TRAFFIC SIGNAL REMAINS OPERATIONAL UNTIL RECONSTRUCTED TRAFFIC SIGNAL -
PUSHBUTTON AND R10-3(1) SECN ID READ “PUSHBUTTON TO CROSS UNIVERSITY BOULEVARD" OR .“PINEY BRANCH ROAD” - \ o2 ‘ IS OPERATIONAL. (SEE TEMPORARY SIGNAL PLAN AND TRAFFIC CONTROL PLANS FOR DETAILS ON MAINTENANCE OF TRAFFIC.)
G. INSTALL 3 IN. PVC CONDUIT RISER ON EXISTING UTILITY POLE. || PEPCO 1O v = | 16 BUSHRUTTONS MUST BE CHANGED: THE GONTRACTOR SHALL
H. INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT  (TRENCHED) — FOR PROPOSED UNDERGROUND TELEPHONE 81424 | - NOTIFY THE PROJECT ENGINEER TO OBTAIN' APPROVAL FOR THE
SERVICE. CAP AND MARK CONDUIT, AND LEAVE A 1 FT. STUB WITH PULL STRING AT UTILITY POLE FOR USE BY OTHERS. - - -0966 » NEW LOCATION TO ENSURE MUTCD SEC. 4E.09 & FIG. 4E—2 — ]
J. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) — FOR PROPOSED UNDERGROUND POWER SERVICE. . o REQUIREMENTS ARE MET. ALL WORK MUST BE HALTED UNTIL STATE OF MARYLAND -
CAP AND MARK CONDUIT, AND LEAVE A 1 FT. STUB WITH PULL STRING AT UTILITY POLE FOR USE BY OTHERS. THE PROJECT ENGINEER HAS OBTAINED AN APPROVED LOCATION
K. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) — FOR PROPQOSED INTERCONNECT. = OR 1F NECESSARY A DESIGN WAIVER IS OBTAINED. DEPARTMENT OF TRANSPORTATION i
L. INSTALL 12 IN. WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS FOR CROSSWALK. = . 17.THE CONTRACTOR SHALL INSTALL ALL UNDERGROUND STATE HIGHWAY ADMINISTRATION
M. INSTALL 24 IN. WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS FOR STOPLINE. a . SIGNAL EQUIPMENT PRIOR TO SIDEWALK CONSTRUCTION.
N. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED]}. G wl 18.THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL OFFICE OF TRAFFIC & SAFETY
0. EXISTING SURVEILLANCE CAMERA AND CABINET TO BE RELOCATED BY MONTGOMERY COUNTY (SEE NOTE 14). . |  ABANDONED ELECTRICAL CABLES. TRAFFIC ENGINEERING DESIGN DIVISION
"o INTALL S I SCHEDLLE o0 ielh £N ELECTAIOA, EULT (e g s el - oSN 10 BELLOEED SO T e oM, -
. - . . : . — VA
R. INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED). - . > | ‘ : 60” X 60” LEVEL LANDING AREA. A LEVEL LANDING AREA MD 193 (UNIVERSITY BOULEVARD) AT MD 320 (PINEY BRANCH ROAD)
S. INSTALL METERED SERVICE PEDESTAL. : | . i:; Z : IS A LANDING AREA WITH A CROSS SLOPE OF LESS THAN
U. REMOVE EXISTING ELECTRICAL HANDHOLE. i | | x . " ,
V. ‘RELOCATE EXISTING VIDEO DETECTION CAMERA TO NEW MAST ARM. - | | - o 8 : - - — e
W. REMOVE AND DISPOSE OF EXISTING TRAFFIC SIGNAL EQUIPMENT. _ _ g g APPROVALS REVISIONS TRAFFIC SIGNALIZATION PLAN
< . FULL SIGNAL RE-CONSTRUCTION - - » , :
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